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CHIPLITE CL-XOL MODULE
FOR LETTERS AND LIGHTBOXES FROM 50 MM DEPTH

The CL-XOL module is �tted with two SMD LEDs including optical lenses and an IP65 rated housing. At only 
57mm x 15.6mm in size and available in chains of 100, it can be used from a depth of 50mm. This module 
generates a luminous ux of 58 lumens using 0.36 watts of power (160 lm/W)) making it suitable for use in 
lettering and light boxes of practically any size.

• TWO SMD LEDS WITH OPTICAL LENSES AND AN
 IP65 RATED HOUSING
• LED CHIPS ARE CONSTANT CURRENT REGULATED
• SUPPLIED CHAIN LENGTH: 100 MODULES
 (MAX. PER POWERLINE)
• DIMENSIONS: 57 MM X 15.6 MM

• OPERATING VOLTAGE: 12 VOLTS
• POWER CONSUMPTION: 0,36/0.48 WATTS PER MODULE
• BEAM ANGLE: 160 DEGREES
• IP65 RATED
• CE IN ACCORDANCE WITH EN 55015

Colour Current Input Voltage Luminous Lumens Colour-
 mA in Watt DC Flux Lumens per Watt lm/W temperature 
      Kelvin
White 4.5 40 0,48 12 49 102 4.500 K
White 5.5 40 0,48 12 50 104 5.500 K
White 6.5 40 0,36 12 58 160 6.500 K
Warmwhite 3.5 40 0,48 12 38 80 3.500 K
Red 40 0,48 12 9 18 620 nm
Green 40 0,48 12 22 46 520 nm
Blue 40 0,48 12 8 16 465 nm
Yellow 40 0,48 12 9 18 590 nm

TE
CH

N
IC

A
L

FE
AT

U
RE

EL
EC

TR
IC

A
L 

A
N

D
 O

PT
IC

A
L

O
PE

RA
TI

N
G

 D
AT

A

For safety and assembly instructions as well as the limit values,

visit the website: www.chiplite.com/products/


